[ modular

Technische Daten

Modularer Aufbau: Top
Abmessungen (mm): 800x700x300

Gesamtleistung mit Elektrobetrieb 10
(kW):

Versorgung (V): 380-415
Ampere (A): 23

Phasen: 3N
Kabelquerschnitt (mmq): 5G4
Frequenz (Hz): 50-60
Wasserablauf: 1"
Nettovolumen (m3): 0,17
Verpackungsabmessungen (mm): 880x856x509
Bruttogewicht (kg): 100
Bruttovolumen (m3): 0,383

Kunde
Projekt

FUN 700

Modell: F70/80TPE/T

Menge
Lage

Cod: MP01052123000

Eigenschaften

Platte: Aus Edelstahl AISI 304 mit Dicke
10/10 mm

Drehknépfe: Drehknopfe aus fester,

hitzebestandiger Polymermischung
mit Flussigkeitsbarriere

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.

Modular Professional S.r.l. Via Palu, 93 - 31020 - San Vendemiano (TV) - Italy - P.I. 04414900268

modular.it - modular@modular.it
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Elektro-Grosskochfeld, top

Technische Zeichnung

@
hi E
g oo
L] BN P N
00 @O | E
Ml
L & o) w5 — -
500 225 o
4 72 4 9.6 46.6 13.7 (\> (/v
S~ S~—
69.9
5l
80

E: Elektrobetrieb

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.
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