[ modular

Données techniques

Modularité: Top
Dimension (mm): 400x700x300
Volume net (m3): 0,084
Dimensions emballage (mm): 477x776x612
Poids brut (kg): 36

Volumen bruto (m3): 0,227

Client

Projet

FUN 700

Modéle: F70/40PLC/T

Caractéristiques

Quantité

Position

Cod: MP01732143000

Plan de travail:

Guide cassetti:

Réalisés en acier inoxydable AISI
304 d'une épaisseur de 10/10 mm

A extension compléte
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[ modular

Elément neutre avec tiroir, top

Elemento neutro con cassetto versione top. Piano costruito in acciaio inox AISI 304 di spessore 8/10; involucro in acciaio inox AlSI 304
spessore 8/10; rinforzi esterni eseguiti in materiale anticorrosione (lamiera alluminata); fondi e parti interne in acciaio. Dotato di cassetto
in acciaio inox montato su guide, smontabile per la pulizia e adatto per l'inserimento di bacinelle GN fino a h. 150 mm. Possibilita di
montaggio su struttura a ponte e di allestimento su armadio aperto o con portine.

Déssin technique

14.8

29.8

44.8

326 37 95 | 467  [137|

R

37

69.9

40

In order to constantly offer the best possible products we reserve the right to make changes on technical specifications without incurring any obligation for equipment previosly or subsequently sold.

Modular Professional S.r.l. Via Palu, 93 - 31020 - San Vendemiano (TV) - Italy - P.I. 04414900268 modular.it - modular@modular.it



	FUN 700
	Données techniques
	Caractéristiques
	Déssin technique


